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EPDM Training



Membrane Attachment



Fully Adhered EPDMy



Fully Adhered EPDM

Bonding Adhesive applied 
to thin.



Fully Adhered EPDM



Fully Adhered EPDM Tips
• Fold sheets in half  • Fold sheets in half. 
• Apply Bonding Adhesive to the insulation and 
the membrane. 
All  f  th  B di  Adh i  t  fl h ff • Allow for the Bonding Adhesive to flash off 

completely. 
• Once flashed off, gently push the membrane 
onto the insulation avoiding wrinkles. 
• Broom over the area that was bonded 
together  together. 
• Repeat the process on the other half of the 
sheet. 



Mechanically Attached EPDM



Mechanically Attached EPDM

RMA Strip

Plates and Fasteners



Mechanically Attached EPDMy

Batten in the seam



Mechanically Attached EPDM TipsMechanically Attached EPDM Tips

• Do not overdrive fasteners!• Do not overdrive fasteners!
• Ensure that the plates and fasteners are 
approved for seaming applications No insulationapproved for seaming applications. No insulation 
fasteners in the seams. 
• Round the edges of the batten strips• Round the edges of the batten strips. 
• Use the correct fastening rate for plates and 
fasteners and batten stripfasteners and batten strip. 
• Batten strip requires a cover strip. 



Ballasted EPDM



Ballasted EPDM

Inadequate amount of ballast.



B ll d EPDM TiBallasted EPDM Tips

• ¾ ‐ 1‐1/2” rounded river rock @ 10 psf min required¾  1 1/2  rounded river rock @ 10 psf min required.
• ballast may be enhanced if needed. 

U h di t ib ti b ll t th h t th f• Use care when distributing ballast throughout the roof.

• Use good roofing practices to ensure that ballast does not 
enter drains, scuppers, or gutters. 

• Ballast pavers are recommended as use of walkway pads inBallast pavers are recommended as use of walkway pads in 
areas that require them. 



Lap SplicingLap Splicing



Details: Standard Lap Splice



Details: Lap Splice

Too much exposure



Details: Lap Splice



Details: Headlap over Field SeamDetails: Headlap over Field Seam



Details: Headlap Splice



Details: Field to Curb/Wall Lap SpliceDetails: Field to Curb/Wall Lap Splice



Details: Field to Curb/Wall Lap SpliceDetails: Field to Curb/Wall Lap Splice



Details: Field to Curb/Wall Lap SpliceDetails: Field to Curb/Wall Lap Splice



Lap Splicing Tips
• Correctly mark the areas to be spliced together so that 
there is 1/8” of Quickseam Splice Tape exposed. 
•Apply primer to areas where the two field sheets will be 
spliced together.spliced together. 
• Apply Quickseam Splice Tape to the top of the bottom 
sheet first. Leave the release paper on and roll the seam 
tape onto the bottom sheet before putting the top sheet intape onto the bottom sheet before putting the top sheet in 
place. 
• With the release paper still in on the tape, put the top 
sheet in place. 
• Remove the release paper at a 45° angle. 
• Roll the top sheet into the tape at an angle to avoid airRoll the top sheet into the tape at an angle to avoid air 
bubbles. 



Base Tie-in and Roof Edge



il i i ” l d kDetails: Base Tie‐In – RPF Strip, 2” plates to deck



il i i ” l llDetails: Base Tie‐In – RPF Strip, 2” plates to wall.



Details: Base Tie‐In – RPF Strip Batten to deckDetails: Base Tie‐In – RPF Strip, Batten to deck



Details Base Tie In RPF Strip Batten to wallDetails: Base Tie‐In – RPF Strip, Batten to wall.



Details: Base Tie‐In – 2” platesDetails: Base Tie In  2  plates



Details: Base Tie‐In – 2” plates to wall/curbDetails: Base Tie In  2  plates to wall/curb



Details: Base Tie‐In



Details: Base Tie‐In



Base Tie‐In Tips
• Base tie‐in should have the proper fastening rate per roof p p g p
design. 
• Base tie‐ins can be made to either the deck or into the 
appro ed adjacent ertical s rfaceapproved adjacent vertical surface. 
• Do not over‐drive plates and fasteners.
• Be sure to prime all mating surfaces within the base tie‐
in. 
• Use caution when rolling in the base tie‐in areas. 
• If a deck obstruction occurs base tie ins can be moved a• If a deck obstruction occurs, base tie‐ins can be moved a 
maximum of 6” from the wall or parapet. 



Details: Roof Edge Corner w/ T‐JointDetails: Roof Edge Corner w/ T Joint



Details: Roof Edge w/ QS endlap splice overlapDetails: Roof Edge w/ QS endlap splice overlap 



Details: Roof Edge w/ Field SeamDetails: Roof Edge w/ Field Seam



Details: Roof Edge w/ Field SeamDetails: Roof Edge w/ Field Seam

Missing T‐Joint Cover



Details: Roof Edge w/ Field Seamg /

Missing T‐Joint Cover



Details: Roof Edge Splice g p



Details: Roof Edge Metal Splice 



Roof Edge Tipsg p
• Wood nailers must be installed to meet applicable building 
codes or 200lbs per linear foot minimum in any given direction. 
M t l fl t b f ll t d b d d• Metal flanges must be fully supported by wood and 

terminated at least ½” from the edge of the wood. 
• Metal flanges covering the wood nailer must be fastened every 
4” o.c.
• Lap sealant is required on the entire upslope edge of the 
QuickSeam FlashingQuickSeam Flashing. 
• When stripping in the edge with 6” QuickSeam Flashing be 
sure to center the edge metal nails underneath the flashing. 



Penetrations



Details: Penetrations ‐ Pipe Boot



Details: Penetrations ‐ Pipe Boot

Applied without primer.



Details: Penetrations ‐ Pipe Boot



Pipe Boot Tips
•Allow primed surfaces to completely flash off before p p y
installing Firestone Quickseam Pipe Boot.

• Place pipe boot on application area and then peel• Place pipe boot on application area and then peel 
away the release paper at a 45° angle. 

ll h b f h b f h b• Roll the base of the pipe boot from the boot area out 
onto the deck.

• Do not over tighten the clamping ring. 

• Apply Lap Sealant around to the top edge of the pipe• Apply Lap Sealant around to the top edge of the pipe 
boot. 



Details: Penetrations – Field Fabricated PipeDetails: Penetrations – Field Fabricated Pipe 



Details: Penetrations – Field Fab Pipep



Details: Penetrations – Field Fab Pipep



Field Fab Pipe Wrap TipsField Fab Pipe Wrap Tips
• Be sure to prime all surfaces where QuickSeam 
products will be appliedproducts will be applied. 
• Allow primed surfaces to completely flash off before 
installing Firestone QuickSeam Flashing.g g
• Apply flashing to vertical surfaces first, then work 
your way around the pipe. 

h h fl h h• Do not over‐stretch the flashing. Use the diamond 
pattern as an indicator.
• Roller apply everything from inside outward to avoid• Roller apply everything from inside, outward to avoid 
air bubbles.
• NO clamping rings on QuickSeam products!p g g Q p



Details: Penetrations – Penetration PocketDetails: Penetrations – Penetration Pocket



Details: Penetrations – Penetration PocketDetails: Penetrations  Penetration Pocket

SOFTSOFT



Details: Penetrations – Penetration Pocket



Penetration Pocket TipsPenetration Pocket Tips
• Be sure to prime the penetration and the membrane 
inside the penetration pocket completely.inside the penetration pocket completely.  
• Use tape around the top of the penetration pocket to 
keep the pourable sealer from flowing over the edges. 

h h bl l d h• Be sure that the pourable sealer mounds up in the 
middle of the penetration pocket to all water to shed 
away.away. 
• Roller apply everything from inside, outward to avoid 
air bubbles. 
• There should be at least a 1” spacing between all 
penetrations going through the penetration pocket.



Corners



Details: Inside Corners



Details: Inside CornersDetails: Inside Corners

No Lap Sealant



Details: Inside CornersDetails: Inside Corners



Inside Corner TipsInside Corner Tips
• Allow primed surfaces to completely flash off before installing 
Firestone QuickSeam Corner Flashing.
• Work the corner flashing from the transition areas to the 
horizontal and vertical surfaces. 
• Do not over‐stretch the flashing. Use the diamond pattern as o not over stretch the flashing. Use the diamond pattern as
an indicator.
• Install the corner flashing so that the overlap (pigs ear) is up on 
the vertical surfacethe vertical surface. 
• Be sure to prime the overlapping areas.
• 5” QuickSeam cover strip should be installed from the corner 
outward. 
• Roller apply everything from inside, outward to avoid air 
bubbles.



Details: Outside Corners



Details: Outside Corners



Details: Outside CornersDetails: Outside Corners



Details: Outside Corners



Outside Corner Tips

• Allow primed surfaces to completely flash off before• Allow primed surfaces to completely flash off before 
installing Firestone QuickSeam Corner Flashing.

•Apply vertical surface flashing first, then work the 
flashing onto the horizontal surface. 

• Do not over stretch the flashing. Use the diamond 
pattern is an indicator. 

•Roller apply everything from inside, outward to avoid air 
bubbles.



Drains and Scuppers



Details: Roof Drain



Details: Roof Drain with Overflow Roof DrainDetails: Roof Drain with Overflow Roof Drain



Details: Roof Drain



Details: Roof Drain

Roof Drain
Overflow Drain



Roof Drain TipsRoof Drain Tips
• All drain bolts must be in place and tight.
• Firestone Waterblock must be present between the base of the p
drain and the membrane. Rule of Thumb: 1 tube per drain. 
• Slope should not exceed 6/12 for standard Rubbergard EPDM, 
and 2/12 for Rubbergard MAX EPDMand 2/12 for Rubbergard MAX EPDM.
• Field seams within 9” require a target patch. 
• Field seams within 9”‐18” must be stripped in with Firestone 5’ 
Q i kS l hiQuickSeam Flashing. 
• Hole in membrane should extend a minimum of ½” beyond the 
clamping ring and should not be smaller than the diameter of the p g g
drain pipe. 



Details: Scuppers – Steps 1 & 2pp p



Details: Scuppers – Steps 3 & 4



Details: Scuppers

No flashing present



Details: Scuppers



Scupper Tips

• Use primer to clean and prime all surfaces where all• Use primer to clean and prime all surfaces where all 
QuickSeam products will be applied.

• Apply Firestone Waterblock centered under the nail holes 
before nailing the metal sleeve down. 

• Roller apply all QuickSeam products from the inside, 
outward to avoid air bubbles.

• Apply Lap Sealant as required. 



T i ti  d Termination and 
MiscellaneousMiscellaneous



Details: Termination – Term Bar



Details: Termination – Term Bar



Details: Termination – Term Bar



Details: Termination
Surface Mounted CounterflashingSurface Mounted Counterflashing



Details: Surface Mounted Counterflashingg



Details: Surface Mounted CounterflashingDetails: Surface Mounted Counterflashing



Termination Tips
Wh t b i d it t b Fi t• When term bar is used, it must be Firestone 

Termination Bar. 
• Install the termination bar so that the flanges angleInstall the termination bar so that the flanges angle 
away from the wall. 
• A continuous bead of Firestone Water Block is 
required behind all termination bar. 
• A continuous bead of caulking is required along the 

d f h i i btop edge of the termination bar. 
• Ensure that the termination is fastened per 
specifications and detailsspecifications and details. 



Details: Walkway Pady



Walkway Pad Tips
• Walkway pads should be installed at all entrance and exitWalkway pads should be installed at all entrance and exit 
points of the roof. 
• Walkway pads should be installed in high traffic areas 
l di t it th t i f t i tleading to units that require frequent maintenance. 
• Should be used in lieu of Firestone RubberGard EPDM 
membrane.
• Walkway pads should not cover membrane lap splices. 
Cut the walkway pads to allow for the laps to show. 
• Should be secured per Firestone detailsShould be secured per Firestone details. 


