
ROOF EDGE WITH EDGEGARD

 INSULATION

SUBSTRATE

WALL

1/2" (13 mm) MIN.

1/2" (13 mm) MIN.

NOTE:
1. REFER TO GENFLEXä WEBSITE FOR THE

MOST CURRENT INFORMATION.
2. WOOD NAILER MUST BE INSTALLED TO

MEET APPLICABLE BUILDING CODES.
3. FLANGE OF METAL MUST BE FULLY

SUPPORTED BY WOOD AND TERMINATED AT
LEAST 1/2" (13 mm) FROM EDGE OF WOOD.

1
2" MIN. EZ EPDM PEEL & STICK MEMBRANE

METAL WATER DAM

FASCIA COVER

WOOD NAILER (SEE NOTE #2)

1-1/4" HOT DIPPED GALVANIZED
ROOF NAILS @ 6" (152 mm) O.C. MAX.

1-1/4" HOT DIPPED
GALVANIZED ROOF NAILS
@ 12" (305 mm) O.C. MAX.

FIELD CRIMP PER
EDGEGARD+ INSTRUCTIONS

MAXIMUM WARRANTY:   20 Years

EZE-PS-RE-03
DETAIL NO.

NOT TO SCALE

ISSUE / REVISION
DATE:

07/28/2023ACCEPTABLE SYSTEMS: EZ EPDM PEEL & STICK™ SELF ADHERED

(800) 443-4272  www.genflex.com
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