NOTE:
1. REFER TO THE GENFLEX™ WEBSITE FOR MOST CURRENT INFORMATION.

2. MAXIMUM 10" (254 mm) LONG FASTENERS. NOTE: WOOD BLOCKING MAY BE
SUBSTITUTED FOR INSULATION TO REDUCE FASTENER LENGTH REQUIREMENTS.

WALL/CURB ATTACHMENT

1/2" (12.7 mm) MIN. BASE FLASHING AND

TERMINATION NOT SHOWN
FOR CLARITY. REFER TO

11/4" (31.75 mm) TO

112" (38.1 mim) APPROPRIATE TERMINATION

& BASE TIE-IN DETAILS.

DECK ATTACHMENT

1/2" (12.7 mm) MIN. (TYP.)

APPROPRIATE EZ TPO
MEMBRANE

GENFAST FASTENER AND

23" or 3" MAX SEAM PLATE
@ 12" (304.8 mm) 0.C. MAX
(SEE NOTE #2)

WARRANTY MEMBRANE REQUIREMENTS:

%MIL APPROPRIATE EZ TPO
20-YEAR MEMBRANE
TPO - 60 MIL
= MAXIMUM WARRANTY: 20 Years
T] N EZ TPO MEMBRANE SECUREMENT AT OUTSIDE CORNER
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