
BASE TIE-IN WITH 2" METAL PLATES FASTENED TO WALL OR CURB
ISSUE / REVISION

DATE:

NOT TO SCALE

DETAIL NO.
05/01/2026 BT-07

MAXIMUM WARRANTY:   SEE TABLE

WARRANTY MEMBRANE REQUIREMENTS:
UP TO 15-YEAR: 45 mil
UP TO 20-YEAR: 60 mil

 INSULATION

SUBSTRATE

WALL / CURB

USE APPROPRIATE
TERMINATION

GENFLEX EPDM MEMBRANE MUST EXTEND
2" (51 mm) ABOVE 2" (51 mm) METAL PLATE

3" (76.2 mm) GENFLEX SEAM TAPE
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APPROPRIATE GENFLEX EPDM MEMBRANE 

NOTE:
1.   REFER TO THE GENFLEX™ WEBSITE FOR MOST

CURRENT INFORMATION.
2.   MEMBRANE ADHESIVE REQUIRED BETWEEN

MEMBRANE AND INSULATION FOR ADHERED
SYSTEM.

3.   REFER TO BT-16 AND BT-17 FOR MEMBRANE
SECUREMENT AT CORNERS.

4.   SEE DETAIL BT-08 OR BT-09 FOR MECHANICALLY
ATTACHED AND BALLAST MEMBRANE
APPLICATIONS.

ELEVATE FASTENERS AND 2" METAL PLATE
@ 12" (305 mm) O.C. MAX. (SEE NOTE #4)

APPROPRIATE GENFLEX EPDM MEMBRANE OR
PEEL & STICK CURB FLASHING

USE  APPROPRIATE GENFLEX
MEMBRANE ADHESIVE

USE  APPROPRIATE GENFLEX
MEMBRANE ADHESIVE. (SEE NOTE #2)

ACCEPTABLE GENFLEX
PRIMER

THIS DETAIL NOT
APPROVED FOR USE WITH

BALLASTED SYSTEMS.  USE
DETAIL BT-08 OR BT-09 FOR

BALLASTED SYSTEMS.

MATERIAL: EPDM ACCEPTABLE SYSTEMS:   ALL

GENFLEX: (800) 443-4272  www.genflex.com
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