CURB TO WALL OR CURB TO
CURB AS REQUIRED

8" (203 mm) MIN.

FASTENER BY OTHERS 4>E

EXPANSION JOINT COVER

BY OTHERS (SEE NOTE #2) 3

FLANGE SET IN CONTINUOUS TERMINATION CAULK .
5.

NOTE:

1.

GASKETED FASTENER BY OTHERS
8" (203 mm) O.C. (SEE NOTE # 2)

WOOD NAILER (SEE NOTE #3)

@ 12" (305 mm) O.C. (SEE NOTE #4)

PEEL & STICK RPS STRIP

EZ EPDM PEEL & STICK MEMBRANE

INSULATION S

SUBSTRATE

GENFLEX FASTENERS AND 2" METAL PLATE

REFER TO GENFLEX™ WEBSITE FOR MOST CURRENT
INFORMATION.

EXPANSION JOINT COVER INSTALLED AND SECURED
PER MANUFACTURE'S RECOMMENDATIONS.

WOOD NAILER MUST BE INSTALLED TO MEET
APPLICABLE BUILDING CODES.

BAR ANCHOR MAY BE USED IN LIEU OF 2" METAL
PLATES. REFER TO "BT" DETAILS FOR SPECIFIC
BASE TIE-IN INFORMATION, REQUIREMENTS AND
OPTIONS.

APPROVED PRIMER REQUIRED ON ALL VERTICAL
SURFACES..

GENF

Roofing Sy‘s-temrs

EXPANSION JOINT (MANUFACTURED COVER) WITH MAXIMUM WARRANTY: 20 Years

PEEL & STICK RPS

ISSUE / REVISION DETAIL NO.

DATE:

GENFLEX

ACCEPTABLE SYSTEMS: Ez EPDM PEEL & sTick™ seLF AbHEReD | 08/05/2026 EZE-PS-E-04

(800) 443-4272 www.genflex.com
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