CONTINUOUS BEAD OF EDGE CAULK

CONTINUOUS BEAD OF GENFLEX WATERSTOP
WOOD NAILER (SEE NOTE #6 )
1-1/4" HOT DIPPED GALVANIZED ROOF
\ NAILS @ 6" (152 mm) O.C. MAX.

GENFLEX SLOTTED DRAIN BAR —————— EZ EPDM PEEL & STICK MEMBRANE
(SEE NOTE #2)
GENFLEX DRAIN BAR FASTENER

/ 4 /

NOTE:
1. REFERTO GENFLEX™ WEBSITE FOR THE
MOST CURRENT INFORMATION.

2. ALLOW 1/4" (6 mm) MAX. SPACE BETWEEN
SECTIONS OF DRAIN BAR.

3. ROUND ALL METAL CORNERS AND PLACE
BACK OF GUTTER STRAP 1/4" (6 mm) BELOW
TOP OF WOOD NAILER.

4. DO NOT PRE-NAIL MEMBRANE TO THE FACE OF
THE WOOD NAILER.

5. CONSTRUCT AND ANCHOR GUTTER IN

ACCORDANCE WITH SMACNA
RECOMMENDATIONS.
6. WOOD NAILER MUST BE INSTALLED TO MEET
APPLICABLE BUILDING CODES.
@ 6'(152 mm) O.C. MAX. 7. TERMINATION BAR AND STAINLESS STEEL
FASTENERS MAY BE USED IN LIEU OF
GENFLEX DRAIN BAR FOR THE PEEL & STICK
GUTTER STRAP INSULATION < EMBRANE.
412" (13 mm) MIN.
SUBSTRATE
- GUTTER -
(SEE NOTES)
WALL
P e . MAXIMUM WARRANTY: 20 Years
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