
ROOF EDGE WITH PEEL & STICK COVER TAPE
END SPLICE OVERLAP

NOTE:
1. REFER TO GENFLEXä WEBSITE FOR THE MOST CURRENT

INFORMATION.
2. APPLY EDGE CAULK ALONG ENTIRE PERIMETER OF PEEL

& STICK COVER TAPE AND T-JOINT.  REFER TO
EZE-PS-LS-04 FOR SEAM EDGE TREATMENT.

3. APPLY EDGE CAULK BETWEEN SHEET METAL JOINTS.
4. WOOD NAILER MUST BE INSTALLED TO MEET APPLICABLE

BUILDING CODES.
5. FLANGE OF METAL MUST BE FULLY SUPPORTED BY

WOOD AND TERMINATED AT LEAST 1/2" (13 mm) FROM
EDGE OF WOOD.

6. USE GENPRIME, CLEAR PRIMER OR ALL PURPOSE LVOC
PRIMER TO CLEAN AND PRIME EPDM MATING SURFACES
PRIOR TO INSTALLATION OF PEEL & STICK PRODUCTS.

7. 6" PEEL & STICK COVER TAPE MUST EXTEND TO WITHIN 14"
(6 mm) OF THE METAL EDGE.

 INSULATION

SUBSTRATE

WALL

CONTINUOUS BEAD OF EDGE CAULK

DRIP/GRAVEL STOP EDGE METAL (SEE NOTE #5)

6" PEEL & STICK COVER TAPE

WOOD NAILER (SEE NOTE #4)

(REQUIRED) ON BOTH SIDES OF 

CONTINUOUS BEAD OF
EDGE CAULK (SEE NOTE #2)

PEEL & STICK T-JOINT COVER

EZ EPDM PEEL & STICK MEMBRANE

CONTINUOUS CLEAT

 PEEL & STICK FLASHING

ACCEPTABLE PRIMER (SEE NOTE #6)

MAXIMUM WARRANTY:   20 Years
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