CONTINUOUS BEAD OF TERMINATION CAULK

APPROPRIATE GENFLEX FASTENER

~—— 8" (203 mm) MIN. ABOVE FINISHED ROOF REQUIRED ‘T
WALL SUBSTRATE

USE APPROPRIATEJ
BASE TIE-IN
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12" (305 mm) O.C. MAX.
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METAL COUNTER-FLASHING BY OTHERS
3" (76 mm) MIN. FACE (SEE NOTE #3)

EZ EPDM PEEL & STICK MEMBRANE

NOTE:
1. REFER TO GENFLEX™ WEBSITE FOR MOST
CURRENT INFORMATION.

2. REGULAR MAINTENANCE OF
COUNTER-FLASHING AND SEALANT REQUIRED.
NOT INCLUDED AS PART OF THE GENFLEX
WARRANTY.

3. METAL COUNTER-FLASHING SHALL BE 24 GAUGE
PRE-FINISHED STEEL OR .032" MIN. ALUMINUM
FORMED WITH HEMMED LOWER EDGE.

4. INSTALL METAL WORK IN ACCORDANCE WITH
CURRENT SMACNA RECOMMENDATIONS.

5. APPROVED PRIMERS INCLUDE GENPRIME,
CLEAR PRIMER OR ALL PURPOSE LVOC PRIMER.

9. APPROVED PRIMER REQUIRED ON ALL VERTICAL
SURFACES.

WALL SYSTEM MUST BE
WATERPROOFED AND
MAINTAINED IN ORDER >

FOR ANY SURFACE
MOUNTED TERMINATION
TO BE EFFECTIVE.

NGENFLEX

TERMINATION AT EIFS OR WALL CLADDING

MAXIMUM WARRANTY: 20 Years

ISSUE / REVISION DETAIL NO.

Roofing Systems

GENFLEX

ACCEPTABLE SYSTEMS: EZ EPDM PEEL & STICK™ SELF ADHERED
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