
ONE-PART POURABLE SEALER LIQUID FLASHING
AT ANGLE IRON PENETRATION

MATERIAL: ONE-PART POURABLE SEALER ACCEPTABLE SYSTEMS:   EPDM, TPO, MOD-BIT

ISSUE / REVISION
DATE:

10/09/2026
NOT TO SCALE

DETAIL NO.

PS-P-03

MAXIMUM WARRANTY:   20 Years

GENFLEX: (800) 443-4272  www.genflex.com

VARIES BASED ON PENETRATION SIZE
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VARIES BASED ON PENETRATION SIZE
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ULTRAFLASH FABRIC

2 LAYERS ONE-PART POURABLE
SEALER LIQUID FLASHING

ENSURE MIN. 1/4" (6 mm) OF LIQUID
FLASHING BEYOND ULTRAFLASH FABRIC

ENSURE MIN. 1/4" (6 mm) OF LIQUID
FLASHING BEYOND ULTRAFLASH FABRIC

3" (76.2 mm) MIN.

FROM PENETRATION

TO EDGE (TYP.)

 GENFLEX ROOF SYSTEM PER WARRANTY
REQUIREMENTS (EPDM, TPO, MOD BIT)

NOTE:
1. REFER TO GENFLEX™ WEBSITE FOR MOST

CURRENT INFORMATION.
2. APPLY GENFLEX CLEAR PRIMER TO ALL

SINGLE-PLY SURFACES.  APPLY GENPRIME
PRIMER TO ALL MOD BIT SURFACES.

3. APPLY LIQUID FLASHING WITH A MINIMUM
BOTTOM COAT OF 30 MIL WET THICKNESS
AND MINIMUM TOP COAT OF 30 MIL WET
THICKNESS.

4. DETAIL (INCLUDING FABRIC) MUST EXTEND 3"
(76 mm) MINIMUM BEYOND THE EDGE OF
MECHANICAL ATTACHMENT.

5. FULLY ENCAPSULATE FABRIC WITH LIQUID
FLASHING.  MASK LIQUID FLASHING
PERIMETER EDGE TO MAINTAIN THICKNESS.
DO NOT FEATHER EDGE OF LIQUID FLASHING.

6. ALL SURFACES MUST BE COATED WITH ONE
PART POURABLE SEALER PRIOR TO THE NEXT
OVERLAPPING FABRIC.  DRY LAPPING OF
FABRIC IS NOT ALLOWED.
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