
WARRANTY MEMBRANE REQUIREMENTS:
15-YEAR
TPO - 45 MIL
20-YEAR
TPO - 60 MIL

INTERIOR CORNER MEMBRANE LAYOUT
(EXAMPLE ONLY)

MATERIAL: TPO ACCEPTABLE SYSTEMS:   ALL

ISSUE / REVISION
DATE:

10/09/2026
NOT TO SCALE

DETAIL NO.

TPM - CORNER

MAXIMUM WARRANTY:  VARIES

GENFLEX: (800) 443-4272  www.genflex.com
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NOTE:
1. REFER TO THE GENFLEX™ WEBSITE FOR MOST CURRENT INFORMATION.
2. THESE DRAWINGS REPRESENT GENFLEX'S MINIMUM WARRANTY REQUIREMENTS ONLY.  THE ATTACHMENT RATE, PATTERN/LAYOUT ABOVE DOES NOT

NECESSARILY MEET CODES OR UPLIFT PERFORMANCE.
3. WHEN ATTACHED OVER STEEL DECKS IT IS RECOMMENDED THAT THE FIELD ATTACHMENT RUN PERPENDICULAR TO THE DECK PANELS.
4. SYSTEM SHALL BE INSTALLED SO THAT THE SEAMS SHED OR RUN PARALLEL TO THE WATER FLOW.
5. ADJUST LAPS AS NEEDED BASED ON PROJECT CONDITIONS AND SLOPES.

SLOPE

ROOF EDGE

LAP EDGE (TOP)
SHEET EDGE (UNDER)

THIS SHEET LAYOUT IS PROVIDED AS AN EXAMPLE ONLY FOR A POTENTIAL CORNER AREA.
REFERENCE ALTERNATE MEMBRANE LAYOUTS FOR ATTACHMENT RATES, SHEET

REQUIREMENTS, HEIGHT LIMITATIONS AND OTHER IMPORTANT INFORMATION.
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REFER TO DETAIL
TPM-LS-01 (TYPICAL)
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